product data sheet
item no. 92.257.1004.2

cable assembly GST18I5KS-S 15 10WS

gesis® CLASSIC connection cable, male - free end, number of
poles 5, rated voltage 250 V / 400 V, rated current 16 A, cable type
HO5VV-F, fire class Eca, total length 1 m, nominal cross section
conductor 1.5 mmz?, color of coding/ contact carrier white

vz wieland

item no. 92.257.1004.2
EAN 4015573588141
order unit 30 piece(s)
certificates / approvals
M A

KEY?
technical data
general

rated current 16 A

rated voltage 250V /400 VvV
rated impulse voltage 4kvV

pollution degree 2

mechanical coding code 1
continuity resistor 11.8 mOhm

lockable self-locking (unlocking by tool)
color of coding/ contact carrier white

Pole codification 3,N,PE, 2,1

color of housing inclusive strain relief white

model

nominal cross section conductor 1.5 mm?

degree of protection (IP) 1P40

wire strip length 9mm

sheath strip length 35 mm

preparation of conductor ends

ultrasonically compressed wire ends

cable type HO5VV-F
cable color white
cable diameter max. 10.1 mm

version of cable

male - free end

type of cord set

connection cable

version cable end 1

free end

version cable end 2

GST18i5 plug
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wieland

material

surface finish tin-plated

halogen free no

continuous temperature of cable 70 °C

insulation components continous temperature 100 °C

fire load 0.754 kWh/St

fire class Eca

dimensions

total length im

accessories

item no. type description

05.587.3156.0 lock (G)ST18 WS Locking device for cable to cable connection GST18i3-5, white
05.587.3156.1 lock (G)ST18 SW Locking device for cable to cable connection GST18i3-5, black
05.564.5353.0 cover cap GST1813/4/5 SW Cover piece 12 pole black for female parts GST18i3-6
05.564.5353.2 cover cap GST18I13/4/5 WS Cover piece 12 pole white for female parts GST18i3-6
05.566.9253.0 cover cap GST18I5 BUCHSEN Cover for female connectors GST18i5, black
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technical drawing

1 ] 3 ) 5 6 A
il
i
1. n
: —
Im E
—: E 0 . B
I
n ~ ;
BEERE (L’ ’
00 : Kabel/cable HOSVYV-F 56 1,5 Sfeckerfeil/male connector =
- Farbe/colour: siehe Tabelle/see table -
— 35 / -
5 / 18
S @ &
- M1
I =S I
:; ;; — = \) ¢ @ — o = | \
H ™ — - M3]
B E @' 4 .
: |3 G
— = 5 |2 = L
\ 1.1
2.1
- ~ 16 b L
D [ U ¢ ) [+3%
- Gesamt ldnge/total length
~ SW = schwarz/black
O Typ/type: GST18I5KS-S 15 .. WS = weiB/white
.F| Farbe Codierung Kabelfarbe Teile-Nr, L Beispiel (Farbe: schwarz] Typ
colour YT e cable colour part-no. exampel [colour: black) type .
Al schwarz schwarz o~ 92.257.XX04.F [ XX in dm-Schritten]|92.257.1004.1 = 10dm/L= 1000mm | GST1815KS-S 15  10SW |2
E black 1 2 PEN S 1yiqck | U2.257.XX04.F | XX in m-Schritten|U2.257.1204.1 = 12 m/L=12000mm | GST1815KS-S 15 X125W |-
[\
: ; Tolerierung nach DIN 7167/ Tolera stem oce. to DIN 7167, /yes B Stoffverbols- und Deklarationsliste na OH-05/03 ist einzohalien, |
. 2 wel B m wel B HATI A'F‘jnj?'ngd‘rd‘ ['Je“ .ﬁ“\w‘ enve nai”m‘\mi?eH[’frrl‘rdmg to the envelope o Cw‘m;urm\ﬁ:‘;\1h"‘:hel%1r‘\3 a[lwrnrly;r‘w; TH*UM ‘.H 3 f‘4 st wit W‘"h\\‘\“@(}lx" ! :‘
Wh i te wh i te principle the deviotions of form ond parallelism are limited by the size tolerances). declarable hazardous substonces) to be declared =]
Freitoleranz noch IEAD Zeichnung, keine manvel len Anderungen | Vervendung: |E\u:'- Lo o
General tolerance CAD - drawing, no manual modifications allowed |First Use Shee of o
] G@ WerkstoffMaterial 2004 g/Date Name Zeichnung Nr./Drawing No. ndex E
e @ty 05 | semit 3
— A T1 92.257.0504.1 O1K] g |
MoBs lab/Scale Checked ~
% | MaBe in mo/Dimensions are in mm :\
Yol . \‘mll\:] [./Surf. mi'|Ersatz fir/Replocement for ?’;
F g 01002012/ o Type Benennung/Tille PRE-ASSEMBLED CABLE 9
Weitere Daten siehe Katalog f e Ju‘j KONFEKT _LE I TUNG 5
atu - 5
further data see catalog 8ex ] ofe / heet Elekrtache Stecker/male - freies Ende/free end o
Anderung/Revision Verbindungen Schravbanschluf/screw connection 2507400V 1, 5gmm 4
1 7 [ | 3 | i [ 5 [ 5 QU-PeN-08,31 ©




