fiche produit
article n° 05.544.1429.0

contact male 0,5-1,5 QMM AU

article n°

vz wieland

05.544.1429.0

EAN

4015573083301

unité de commande
certificats/approbations

données techniques

200 piece(s)

général
longueur de dénudage 4 mm
section du conducteur souple min. 0,5 mm?
section du conducteur souple max. 1,5 mm2
section du fil UL/CSA fil flexible Min. 20 AWG
section du fil UL/CSA fil flexible Max. 16 AWG
type de connexion sertissage
matériel laiton
contact solide non
diamétre de la tige de contact 1,58 mm
classe d'inflammabilité des matériaux d'isolation selon la norme UL94 autre
résistance de contact < 4 mOhm
accessoires
article n° type description
05.502.2400.0 matrice de sertissage E
05.502.3200.0 contact positionneur 2
95.101.0800.0 outil basique de sertissage .
05.502.0000.0 outil d'extraction HD

date de fabrication 12.08.2026

sous réserve de modifications techniques
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Weitere Daten siehe Katalog
— # = Bandware / tape reeled further data see catalog
Teile-Nr. Material | Oberfldche Kennzeichnung | Leitungs-¢
D H part number surface indification conductor-¢
E g 05.544.0729.0| CuZn selektivvergoldet gelb/yellow 02 - 056
£ [ #05.544.0700.0 selective gold pl. / A\;VG ZL-EO
_‘: * 05.544.,0929.0 [ CuZn Glanz-Zinn gelb/yellow
£ 1 #[05.544.0900.0 tin / @
gl [05.544.1029.0 CuZn Glanz-Zinn blau/blue / ohne/wi thout 075 - 15
§ 5[ #105.544.1000.0 tin / WG 18-15
z 05.544.,1429.0 [ CuZn selektivvergoldet blau / blue
SI00E #105.544.1400.0 selective gold pl. / @

Tolerierung Size ISO 14405 ® ! Tolerance system Size ISO 14405 ®
(This ISO-standard describes the envolope principle. According to the envolope
principle the deviations of form and parallelism are limited by the size folerances)

jalyes [X Stoffverbots- und Deklarationsliste nach WN 5020.010 ist einzuhalten,

Conformity with Wieland document WN 5020.010 e (list of prohibited /

declarable hazardous substances) to be declared!
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